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1. Introduction

SAFETY GUIDELINES – DEFINITIONS

This manual contains information for the proper assembly, op-
eration and care of your sprayer. Carefully read and follow the 
instructions contained in this manual before using your sprayer.

This equipment was designed for spraying plants protection 
products approved by regulatory authorities to be used in knap-
sack sprayers.

It is important for you to read and understand this manual. The infor-
mation it contains relates to protecting YOUR SAFETY and PREVENTING 
PROBLEMS. The symbols below are used to help you recognize this in-
formation.

2. Specifications

3. General Power Tool Safety Warnings

Model PJBc - 20/16/8

Maximum dimensions (L x W x H)

15 in. X 8 in. X 21 in.
(385 mm x 205 mm x 532 mm)
15 in. X 8 in. X 18.5 in.
(385 mm x 205 mm x 462 mm)
10 in. X 6 in. X 16.4 in.
(255 mm x 159 mm x 417 mm)

Net weight 8.8 lbs / 7.1 lbs / 5.3 lbs (4.0 kg / 3.2 
kg / 2.4 kg)

Gross weight 52.9 lbs / 42.3 lbs / 22.9 lbs (24 kg / 
19.2 kg / 10.4 kg)

Spray lance length 23.6 in / 23.6 in / 13.8 in (600 mm / 
600 mm / 350 mm)

Hose length 53 in / 53 in / 65 in (1350 mm / 
1350 mm / 1650 mm)

Chemical tank

Capacity 5.3 gal. / 4.2 gal / 2.1 gal 
(20L / 16L / 8L)

Residual volume None

Filling opening diameter 4.5 in / 4.5 in / 3.9 in (115 mm / 115 
mm / 100 mm)

Material Polyethylene

Pump

Type Diaphragm

Maximum pressure 60 psi (4.1 bar)

Open fl ow 0.50 gpm (1.9 L/min)

Nozzle installed Blue adjustable cone

Battery

Type Lithium Ion, rechargeable

Rated Voltage 10.8 V d.c.

Capacity 20 Wh (2200 mAh)

Recharge time 6 hours

DANGER!
Indicates an imminently hazardous situation which, if not avoid-
ed, will result in death or serious injury. 

WARNING!
Indicates a potentially hazardous situation which, if not avoided, 
could result in death or serious injury.

CAUTION!
Indicates a potentially hazardous situation which, if not avoided, 
may result in minor or moderate injury.

WARNING!
Read all safety warnings and all instructions. 
Failure to follow the warnings and instruc-
tions may result in electric shock, fi re and/or 
serious injury.

SAVE ALL WARNINGS AND INSTRUCTIONS FOR FUTURE REFERENCE.

The term “power tool” in the warnings refers to your mains-op-
erated (corded) power tool or battery-operated (cordless) pow-
er tool.

3.1. Work area safety

a. Keep work area clean and well lit. Cluttered or dark areas 
invite accidents.

b. Do not operate power tools in explosive atmospheres, 

such as in the presence of fl ammable liquids, gases or 

dust. Power tools create sparks which may ignite the dust or 
fumes.

c. Keep children and bystanders away while operating a 

power tool. Distractions can cause you to lose control.

3.2. Electrical safety

a. Power tool plugs must match the outlet. Never modify 

the plug in any way. Do not use any adapter plugs with 

earthed (grounded) power tools. Unmodifi ed plugs and 
matching outlets will reduce risk of electric shock.

b. Avoid body contact with earthed or grounded surfaces 

such as pipes, radiators, ranges and refrigerators. There 
is an increased risk of electric shock if your body is earthed or 
grounded. 

c. Do not expose power tools to rain or wet conditions. Wa-
ter entering a power tool will increase the risk of electric shock.

d. Do not abuse the cord. Never use the cord for carrying, 

pulling or unplugging the power tool. Keep cord away 

from heat, oil, sharp edges or moving parts. Damaged or 
entangled cords increase the risk of electric shock.

e. When operating a power tool outdoors, use an extension 

cord suitable for outdoor use. Use of a cord suitable for out-
door use reduces the risk of electric shock.

f. If operating a power tool in a damp location is unavoid-

able, use a ground fault circuit interrupter (GFCI) protect-

ed supply. Use of a GFCI reduces the risk of electric shock.

3.3. Personal Safety

a. Stay alert, watch what you are doing and use common 

sense when operating a power tool. Do not use a power 

tool while you are tired or under the infl uence of drugs, 

alcohol or medication. A moment of inattention while oper-
ating power tools may result in serious personal injury.
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WARNING:
Shock hazard. Do not allow any liquid to get 
inside charger.

4. Symbols

The label on your tool may include the following symbols. The 
symbols and their defi nitions are as follows:

V volts n0 no-load speed

A amperes  ou d.c. direct current

W watts  ou a.c alternating current

Hz hertz earthing terminal

Bar Bar l litres

min minutes kg kilograms

h hours m meters

5. Important Safety Instructions for 
Battery Chargers

SAVE THESE INSTRUCTIONS: This manual contains important 
safety instructions for battery chargers. Before using charger, 
read all instructions and cautionary markings on charger, bat-
tery pack, and product using battery pack.

3.4. Power tool use and care

a. Do not force the power tool. Use the correct power tool 

for your application. The correct power tool will do the job bet-
ter and safer at the rate for which it was designed.

b. Do not use the power tool if the switch does not turn it 

on and off . Any power tool that cannot be controlled with the 
switch is dangerous and must be repaired.

c. Disconnect the plug from the power source and/or the 

battery pack from the power tool before making any ad-

justments, changing accessories, or storing power tools. 
Such preventive safety measures reduce the risk of starting the 
power tool accidentally.

d. Store idle power tools out of the reach of children and do 

not allow persons unfamiliar with the power tool or these 

instructions to operate the power tool. Power tools are dan-
gerous in the hands of untrained users.

e. Maintain power tools. Check for misalignment or bind-

ing of moving parts, breakage of parts and any other 

condition that may aff ect the power tool’s operation. If 

damaged, have the power tool repaired before use. Many 
accidents are caused by poorly maintained power tools.

f. Keep cutting tools sharp and clean. Properly maintained 
cutting tools with sharp cutting edges are less likely to bind and 
are easier to control.

g. Use the power tool, accessories and tool bits etc., in ac-

cordance with these instructions, taking into account the 

working conditions and the work to be performed. Use 
of the power tool for operations diff erent from those intended 
could result in a hazardous situation.

3.5. Battery tool use and care

3.6. Service
a. Have your power tool serviced by a qualifi ed repair per-

son using only identical replacement parts. This will ensure 
that the safety of the power tool is maintained.

b. Use personal protective equipment. Always wear eye 

protection. Protective equipment such as dust mask, non-skid 
safety shoes, hard hat, or hearing protection used for appropri-
ate conditions will reduce personal injuries.

c. Prevent unintentional starting. Ensure the switch is in 

the off -position before connecting to power source and/

or battery pack, picking up or carrying the tool. Carrying 
power tools with your fi nger on the switch or energizing power 
tools that have the switch on invites accidents.

d. Remove any adjusting key (wrench, screwdriver…) before 

turning the power tool on. A wrench or a key left attached to 
a rotating part of the power tool may result in personal injury.

e. Do not overreach. Keep proper footing and balance at all 

times. This enables better control of the power tool in unexpect-
ed situations.

f. Dress properly. Do not wear loose clothing or jewellery. 

Keep your hair, clothing and gloves away from moving 

parts. Loose clothes, jewellery or long hair can be caught in 
moving parts.

g. If devices are provided for the connection of dust ex-

traction and collection facilities, ensure these are con-

nected and properly used. Use of dust collection can reduce 
dust-related hazards.

a. Recharge only with the charger specifi ed by the manufac-

turer. A charger that is suitable for one type of battery pack may 
create a risk of fi re when used with another battery pack. 

b. Use power tools only with specifi cally designated battery 

packs. Use of any other battery packs may create a risk of injury 
and fi re. 

c. When battery pack is not in use, keep it away from other 

metal objects like paper clips, coins, keys, nails, screws, 

or other small metal objects that can make a connection 

from one terminal to another. Shorting the battery terminals 
together may cause burns or a fi re. 

d. Under abusive conditions, liquid may be ejected from 

the battery, avoid contact. If contact accidentally occurs, 

fl ush with water. If liquid contacts eyes, additionally seek 

medical help. Liquid ejected from the battery may cause irri-
tation or burns.

e. Do not use a battery pack or appliance that is damaged 

or modifi ed. Damaged or modifi ed batteries may exhibit un-
predictable behavior resulting in fi re, explosion or risk of injury.

f. Do not expose a battery pack or appliance to fi re or exces-

sive temperature. Exposure to fi re or temperature above 60°C 
may cause explosion.
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Nº Code Description  Qty.

1 560573 DIAPHRAGM LID (NITRILE) 1

2 1210726 LID XP WITH DIAPHRAGM 1

3 1168414 STRAINER XP 1

4 1224653 PJB-8c STRAP COMPLETE 1

5 1224654 TANK PJB-8c JACTO 1

6 1168418 FILTER LP-3 1

7 1224183 BASE PJB-8c 1

8 1168544 TRIGGER VALVE CAP AND O-RING 2

9 1220934 O-RING OR1-019 2

10 1180613 STAINLESS STEEL SPRING 9,2 1

11 1168422 NEEDLE LP-3 WITH O-RINGS 1

12 1168421 TRIGGER VALVE LEVER 1

13 1168419 TRIGGER VALVE ASSEMBLY LP-3 1

14 1221557 DUST COVER 1

15 1224664 HOSE KIT PJB 8c 1

16 1220925 CLAMP SIMPLEX D 12-14 STEEL 5

17 1168397 BASE LOCK XP 2

18 915744 SCREW CAP 11/16” 2

19 909309 CONE PACKING 2

20 1224677 LANCE PJB-8c COMPLETE 1

21 1224680 SPRAYER HOSE PJB-8c 1

22 1220634 IN-LINE FILTER 1

23 1220632 PJB PUMP FILTER KIT 1

24 635276 ELBOW 11/16”-16 UN 1

25 592139 NOZZLE FILTER M50/60 1

26 325787 BLUE ADJUSTABLE CONE NOZZLE 1

27 1220622 FLANGE HEAD SCREW PHILLIPS 5X12 MM 4

28 1220639 DIAPHRAGM PUMP - COMPLETE 1

29 1231358 BATTERY CHARGER LI-ION 12.4V IEC TYPE A 1

30 1224719 LI-ION BATTERY JB 1220 1

31 1224693 BASE COVER PJB-8c 1

32 1220947 SCREW PAN HEAD M 5X0,8X 12 1

10.2. PJB-8c
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